
4X4OFF-ROAD TIRE
This version is applied for THAI BINH LONG CO.,LTD; Vietnam only

With special design and compound for
only use of off-road car.



4X4BIAS

With special design and compound for only use of off-road car.



CL21M

Special tread 
compound for 
outstanding resistance  
to puncture and wear

Rough lug pattern gives 
excellent traction

Long lug provides strong rigidity 
for shoulder

Lengthened sidewall with thickened 
dragon claw for excellent cut resistance 
and supports the vehicle to run freely  
under low air pressure

EX
TR

EM
E

M
U

D
 

TE
R

R
A

IN
A

LL
 

TE
R

R
A

IN
H

IG
H

W
A

Y
 

TE
R

R
A

IN

Rim Size Load/Speed Rating Overall Diameter Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

16

35X12.50-16 6PR 109K* 36.0 9.5-(10.0)-10.5 1030 24

37X12.50-16 6PR 114K* 38.2 9.5-(10.0)-10.5 1180 24

39X12.50-16 6PR 115K* 39.6 9.5-(10.0)-10.5 1215 24

*POR = Professional off-road tire exempt from EU Labelling regulation

Previous model CL21M

ANTI-PUNCTURE 128%

80% 90% 100% 110% 120% 130%

100%

TREAD WEAR
DRIVE CONTROL

TRACTION
SLUDGE DISCHARGE

132%

117%

NEW

NEW

129%

112%

100%

100%

100%

100%

Previous model

CL21M Dragon Claw

CL21M PERFORMANCE CHARACTERISTICS

Sludge  
discharge

TractionDrive 
control

Tread wear

110%

100%

Anti-puncture

130%

120%

With special design and compound for only use of off-road car.



CL18M

CL18
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CL18M/CL18
LAND DRAGON

3D block design and aggressive tread  
deliver outstanding off-road performance

Extended shoulders provide rim protection

Armoured shoulder and wide grooves improve 
traction during transitions between differing terrains

The special pattern design in the shoulder area 
optimises water and mud dispersal

Specially developed compound delivers outstanding 
durability and cutting resistance in hazardous terrain

Rim Size Load/Speed Rating Overall Diameter Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

16 35X10.50-16 6PR 108K* 36.2 8.0-(8.0)-9.0 1000 28

*POR = Professional off-road tire exempt from EU Labelling regulation

Rim Size Load/Speed Rating Overall Diameter Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

15

33X11.50-15 6PR 115K* 33.3 8.5-(9.0)-9.5 1215 45

35X12.50-15 6PR 113K* 35.0 9.5-(10.0)-10.5 1150 30

38X12.50-15 6PR 115K* 37.8 9.5-(10.0)-10.5 1215 45

16

31X10.50-16 6PR 109K* 31.2 1030 45

33X10.50-16 6PR 114K* 33.3 1180 45

35X10.50-16 6PR 119K* 34.9 1360 45

36X12.50-16 6PR 112K* 36.5 9.5-(10.0)-10.5 1120 30

*POR = Professional off-road tire exempt from EU Labelling regulation

CL98 
Widened sidewall blocks improve puncture resistance 

Grooves within blocks reduce tire weight for 
improved control 

Fluid directional tread pattern delivers excellent 
sludge discharge performance 

Large shoulder blocks strengthen grounding position 
and offer improved anti-chunking properties 

Rim Size Load/Speed Rating Overall Diameter Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

15

31X10.50-15 6PR 110K* TBC 8.0-(8.5)-9.0 1060 45

33X10.50-15 6PR 115K* 33.1 8.0-(8.5)-9.0 1215 45

35X11.50-15 6PR 121K* 889 8.5-(9.0)-9.5 1450 45

16

32X10.50-16 6PR 114K* 32.0 7.0-(7.0)-9.0 1180 45

33X11.50-16 6PR 117K* 850 9.0-(9.5)-9.5 1285 45

35X11.50-16 6PR 120K* 35.9 9.0-(9.5)-9.5 1400 45

17 31X10.50-17 6PR 100K* 31.7 7.0-(7.0)-9.0 800 30

NEW

NEW

NEW

NEW

With special design and compound for only use of off-road car.



4X4
RADIAL

With special design and compound for only use of off-road car.
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*POR = Professional off-road tire exempt from EU Labelling regulation

Optimised pattern design provides exceptional 
cut resistance, better durability and mileage, and 
impressive traction on all terrains

Wide zig-zag grooves offer great water, mud, stone 
and snow dispersal

Tiger-tooth shoulder design delivers extra traction and 
provides excellent cut resistance, preventing punctures under 
hazardous conditions

The tire shoulder area is covered by a special rubber for 
professional competition in USA and Australia

Rim Size Load/Speed Rating Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

15
215/75R15 6PR 100/97Q* 5.5-(6.0)-6.5 S800/D730 51
235/75R15 6PR 104/101Q* 6.0-(6.5)-7.0 S900/D825 51

16 205 R16C 8PR 110/108Q* (6.0)-6.5 S1060/D1000 65

17

225/70R17 8PR 110/107Q* 6.0-(6.5)-7.0 S1060/D975 65
265/65R17 10PR 120/117Q* 7.5-(8.0)-8.5 S1400/D1285 80
265/65 R17 10PR 120/117S 7.5-(8.0)-8.5 S1400/D1285 80
275/65R17 10PR 121/118Q* 7.5-(8.0)-8.5 S1450/D1320 80
275/65R17 10PR 121/118R 7.5-(8.0)-8.5 S1450/D1320 80
265/70R17 10PR 121/118Q* 7.5-(8.0)-8.5 S1450/D1320 80
265/70R17 10PR 121/118S 7.5-(8.0)-8.5 S1450/D1320 80
285/70R17 10PR 121/118Q* 7.5-(8.5)-9.5 S1450/D1320 80
285/70R17 10PR 121/118S 7.5-(8.5)-9.5 S1450/D1320 80
315/70R17 8PR 121/118Q* 9.0-(9.5)-10 S1450/D1320 80
315/70R17 8PR 121/118R 8.5-(9.5)-10 S1450/D1320 80

18

265/60R18 10PR 119/116Q* 7.5-(8.0)-9.5 S1360/1250 80
265/60R18 10PR 119/116S 7.5-(8.0)-9.5 S1360/1250 80
285/60R18 8PR 118/115Q* 8.0-(8.0)-10.0 S1500/D1360 80
285/60R18 8PR 118/115S 8.0-(8.0)-10.0 S1500/D1360 80
265/65R18 8PR 117/114Q* 7.5-(8.0)-8.5 S1500/D1360 80
265/65R18 8PR 117/114R 7.5-(8.0)-8.5 S1500/D1360 80
285/65R18 8PR 121/118Q* 8.0-(8.5)-9.0 S1650/D1500 80
285/65R18 8PR 121/118S 8.0-(8.5)-9.0 S1650/D1500 80
265/70R18 8PR 119/116Q* 7.5-(8.0)-8.5 S1600/D1450 80
265/70R18 8PR 119/116S 7.5-(8.0)-8.5 S1600/D1450 80

NEW

NEW

NEW

NEW

NEW

NEW

With special design and compound for only use of off-road car.
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*POR = Professional off-road tire exempt from EU Labelling regulationOOL = Orange Outline Lettering

Rim Size Load/Speed Rating Sidewall Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

15

31X10.50R15 6PR 109Q* OOL 7.0-(8.5)-9.0 1030 50

32X11.50R15  6PR 113Q* OOL 8.0-(9.0)-10.0 1150 50

33X12.50R15  6PR 108Q* OOL 8.5-(10.0)-11.0 1000 35

235/75R15 6PR 104/101Q* OOL 6.0-(6.5)-7.0 S900/D825 50

16

245/75R16 6PR 108/104Q* OOL 6.5-(7.0)-7.5 S1000/D900 50

245/75R16 10PR 120/116Q* OOL 6.5-(7.0)-8.0 S1400/D1250 80

265/75R16 8PR 119/116Q* OOL 7.0-(7.5)-8.0 S1360/D1250 65

265/75R16 10PR 123/120Q OOL 7.0-(7.5)-8.0 S1550/D1400 80

285/75R16 6PR 116/113Q* OOL 7.5-(8.0)-8.5 S1250/D1150 50

285/75R16 8PR 122/114Q* OOL 7.5-(8.0)-8.5 S1500/D1360 65

17

265/65R17 8PR 117/114Q* OOL 7.5-(8.0)-9.5 S1285/D1180 65

245/70R17 10PR 119/116Q* OOL 6.5-(7.0)-7.5 S1360/D1250 80

285/70R17 8PR 121/118Q* OOL 7.5-(8.0)-9.0 S1450/D1320 65

3D block design, inspired by 
a ram’s hoof, increases strength 
and durability and enhances the 
ability to expel mud and debris

Grooved rib design delivers 
extra traction

3D block stepped edges 
improve mud and stone dispersal

Tread’s 3D blocks and pattern  
rigidity increase durability

Heat dissipation design minimises  
sudden heat changes to prevent  
compound deteriation

Aggressive armoured sidewall  
for strong traction and  
enhanced strength

INSPIRED BY NATURE

*POR = Professional off-road tire exempt from EU Labelling regulationOOL = Orange Outline Lettering

Rim Size Load/Speed Rating Sidewall Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

15
30X9.5R15 6PR 104Q* OOL 6.5-(7.5)-8.5 900 50

31X10.50R15  6PR 109Q* OOL 7.0-(8.5)-9.0 1030 50

16

245/70R16 111T OOL 6.5-(7.0)-8.0 1090 50

255/70R16 111T OOL 6.5-(7.5)-8.5 1090 44

265/70R16 112T OOL 7.0-(8.0)-9.0 1120 44

235/70R16 6PR 104/101Q* OOL 6.0-(7.0)-7.5 S900/D825 50

265/70R16 8PR 117/114Q* OOL 7.0-(8.0)-8.5 S1285/D1180 65

245/75R16 6PR 108/104Q* OOL 6.5-(7.0)-8.0 S1000/D910 50

265/75R16 8PR 119/116Q* OOL 7.0-(7.5)-8.0 S1360/D1250 65

265/75R16 10PR 123/120Q OOL 7.0-(7.5)-8.0 S1550/D1400 80

285/75R16 6PR 116/113Q* OOL 7.5-(8.0)-9.0 S1250/D1150 50

305/70R16 8PR 118/115Q* OOL 8.0-(9.0)-9.5 S1320/D1215 50

315/75R16 8PR 121Q* OOL 8.0-(8.5)-11.0 1450 50

17

112T OOL 7.5-(8.0)-9.5 1120 44

245/70R17 6PR 108/104Q* OOL 6.5-(7.0)7.5 S1000/D908 50

245/70R17 10PR 119/116Q* OOL 6.5-(7.0)-8.0 S1360/D1250 65

265/70R17 8PR 112/109Q* OOL 7.5-(8.0)-8.5 S1120/D1030 50

265/70R17 10PR 121/118Q* OOL 7.0-(8.0)-8.5 S1450/D1320 80

285/70R17 121/118Q* OOL 7.5-(8.5)-9.0 S1450/D1320 65

305/70R17 8PR 119/116Q* OOL 8.0-(9.0)-9.5 S1360/D1250 50

315/70R17 8PR 121/118Q* OOL 8.0-(9.5)-11.0 S1450/D1320 65

18

265/60R18 110T OOL 7.5-(8.0)-9.5 1060 44

285/60R18 8PR 118/115Q* OOL 8.0-(8.5)-10.0 S1320/D1215 65

265/70R18 10PR 124/121S OOL 7.0-(8.0)-9.0 S1600/S1450 80

275/70R18 10PR 125/122S OOL 7.0-(8.0)-8.5 S1650/D1500 80

3D block pattern inspired by amoeba structures 
delivers superb performance in all terrains
Square tire profile design provides a flat contact  
area with high load capacity
Special pattern designed with jagged edges for 
extra traction to maximise off-road performance

Tread pattern’s void ratio is reduced  
to optimise tire mileage and tread life 

Unique orange outline sidewall lettering adds 
eye-catching colour to your vehicle
Ribs along the aggressive shoulder provide 
sidewall protection and puncture resistance
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NEW

NEW

NEW

NEW

With special design and compound for only use of off-road car.
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Wider tread and tire profile delivers extra mileage

3D zig-zag tread design maximises off-road traction and stability

Extended grooves in the tire shoulder deliver excellent traction

Special shoulder design gives extra grip and traction on hazardous 
road surfaces and difficult off-road conditions

Special armoured shoulder provides extra protection to prevent 
damage, giving excellent traction on snow, mud, rock terrain

Highly rigid steel belts deliver outstanding stability and load capacity

*POR = Professional off-road tire exempt from EU Labelling regulation

Rim Size Load/Speed Rating Sidewall Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

16 245/70R16 8PR 113/110Q* RBL 6.5-(7.0)-7.5 S1150/D1060 65

17
265/65R17 8PR 117/114Q* RBL 7.5-(8.0)-8.5 S1285/D1180 65

265/65R17 10PR 120/117Q* RBL 7.5-(8.0)-9.5 S1400/D1285 65

18
265/60R18 8PR 114/110Q* RBL 7.5-(8.0)-9.5 S1180/D1060 65

265/60R18 10PR 119/116Q* RBL 7.5-(8.0)-9.5 S1360/D1250 80

RBL = Raised Black Lettering

BSW = Black Sidewall *POR = Professional off-road tire exempt from EU Labelling regulation

Four main vertical grooves offer  
outstanding water dispersal to prevent the  
risk of aquaplaning

Bridges and sipes in the shoulder’s grooves  
minimise noise and road surface impact for  
a quiet, comfortable ride

Extra lateral grooves and sipes  
enhance comfort

Compared with the previous model, the  
ATS has wider tread and tire profile for  
better appearance and more mileage PREVIOUS MODEL

ATS

Rim Size Load/Speed Rating Sidewall Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

15
215/75R15 100T BSW 5.5-(6.0)-7.0 800 44
235/75R15 109T BSW 6.0-(6.5)-8.0 1030 50

16

215/65R16 98H BSW 6.0-(6.5)-7.5 750 44

235/70R16 109H XL BSW 6.0-(7.0)-8.0 1030 50

245/70R16 111H XL BSW 6.5-(7.0)-8.0 1090 50

255/70R16 111H BSW 6.5-(7.5)-8.5 1090 44

265/70R16 112H BSW 7.0-(8.0)-9.0 1120 44

17

225/60R17 103H XL BSW 6.0-(6.5)-8.0 875 50

225/65R17 102H BSW 6.0-(6.5)-8.0 850 44

245/65R17 111H XL BSW 6.5-(7.0)-8.5 1090 50

265/65R17 112H BSW 7.5-(8.0)-9.5 1120 44

245/70R17 114H XL BSW 6.5-(7.0)-8.0 1180 50

18 265/60R18 114H XL BSW 7.5-(8.0)-9.5 1180 50

NEW

*POR = Professional off-road tire exempt from EU Labelling regulation

CS912

Rim Size Load/Speed Rating Sidewall Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

14 215/75R14 100S BSW 5.5-(6.0)-6.5 800 44

15

225/70R15 100S BSW 6.0-(6.5)-7.0 800 44

255/70R15 108T BSW 6.5-(7.5)-8.5 1000 44 

265/70R15 112S BSW 7.0-(8.0)-9.0 1120 44

225/75R15 102S BSW 6.0-(6.0)-7.5 850 44

215/75R15 6PR 100/97S BSW 5.5-(6.0)-7.0 S800/D730 50

235/75R15 6PR 104/101S BSW 6.0-(6.5)-8.0 S900/D825 50

16

235/60R16 104H XL BSW 6.5-(7.0)-8.5 900 50

235/70R16 106T BSW 6.0-(7.0)-8.0 950 44

245/70R16 107T BSW 6.5-(7.0)-8.0 975 44

255/70R16 111T BSW 6.5-(7.5)-8.5 1090 44

265/70R16 112T BSW 7.0-(8.0)-9.0 1120 44

245/75R16 6PR 108/104S BSW 6.0-(7.0)-8.0 S1000/D900 50

205R16C 8PR 110/108Q* BSW 5.5-(6.0)-6.5 S1060/D1000 65 

17

235/65R17 104T BSW 6.5-(7.0)-8.5 900 44

265/65R17 112T BSW 7.5-(8.0)-9.5 1120 44

275/65R17 115T BSW 7.5-(8.0)-9.5 1215 44 

UTQG rating 500 A BBSW = Black Sidewall

Mixed pattern design 
provides excellent stability 
and avoids irregular wear in 
hazardous road conditions

Lug-grooves on tire shoulders 
give extra traction

Zigzag grooves design offers 
outstanding traction and water 
dispersal

The staggered shoulder design enhances water dispersal, 
improving grip in muddy conditions

Multiple tread blocks enhance tread rigidity without 
compromising the comfort of the ride

3D block tread design provides excellent tread rigidity and 
traction in hazardous conditions

Excellent tread wear properties and resistance to cutting

Inverted angle grooves prevent stone retention, enhancing 
water dispersal and reduce tire noise

Rim Size Load/Speed Rating Sidewall Approved Rim Width (in) Max Load (kg) Max Pressure (PSI)

16 7.50R16 8PR 114/112S BSW 5.5-(6.0)-6.5 1180 69

With special design and compound for only use of off-road car.


